
 LFH ZINC DIE CAST BACKSHELLS

FEATURES 
• designed to accommodate the Molex LFH series
160 and 200 pin connectors
• easy to assemble, tapped, zinc die cast tub and
cover design optimizes shielding effectiveness
• unique cable braid captivation improves shield
termination and enhances EMI/RFI attenuation
• multiple exits each with 0.250"/6.35mm ID.
Custom cable exits are available, please consult
factory
• custom logo option available
• supplied with 4-40 jackscrews, M3 available on
request
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P/N Dimensions Cable Exit

JDC 160 B XXX
JDC 160 L XXX
JDC 160 R XXX

JDC 200 B XXX

A B
2.85
2.85
2.85
3.25

0.56
0.56
0.56
0.56

(6) at 0.25" diameter
(6) at 0.25"x0.39" oval

(1) at 0.25"x2.10"
(8) at 0.25" diameter
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160 pin LFH

200 pin LFH
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M.25" exits

.25"x.39" exits

.25"x2.1" rectangular 
exit (JDC160)

0 exits (fillers)

1 exit (for ribbon or 
multiple round cables

6 exits (JDC160)

8 exits (JDC200)

Ni. Plating 4-40 
jackscrews

M3 jackscrews

Full Metal 
Jackscrews

6 exit JDC160 shown in this view
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